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ABSTRACT
This study is a consolidated overview on explosion and fire safety issues pertaining to ionic liquids.
Indeed safety performance of ionic liquids relating to physico-chemical hazards is very rarely
investigated as it is often perceived as a non-existing issue due to the lack of traditional flashpoint for
these liquids. It focuses on the experimental evaluation of the fire hazard of imidazolium,
phosphonium and pyrrolidinium-based ionic liquids by use of the Fire Propagation Apparatus. It
provides experimental data that can quantify the flammability of ionic liquids in all its aspects (ease of
ignition, mass burning rate, heat release rate, fire-induced toxicity data...). A case study featuring a
major failure in a process unit leading to a given fire scenario is also illustrated. This case study is
examined in terms of fire induced toxicity by use of CFD modeling of fire product releases dispersion
and using the concept of fractional effective concentration.
K E Y W O R D S : Explosion hazard, flammability, ionic liquids, toxicity issues.
INTRODUCTION
Ionic liquids (ILs) are in the focus of recent research and more and more considered for use in
emerging industrial applications. Because of their unique physical properties (e.g., high thermal
stability, large liquid range, negligible vapor pressure), these chemicals are used in many
domains, such as energy conversion and storage [1], biomass pre-treatment [2], metal processing
[3], engineering fluids [4], and polymer additives [5]. They are made by association of large
organic cations (e.g. imidazolium, phosphonium, pyrrolidinium, pyridinium, ammonium,
guanidinium...) with a variety of counter-anions (halogens, BF4, PF6 and many others) that are
liquids under 100°C. Many of them are already liquid below room temperature (and in such a
case designated as Room Temperature ILs (RTILs)).
The growing interest in ILs in the early 2000s was partly due to the generic assumption that these
materials were implicitly highly stable, non-flammable, or safe to use in any process [6-8].
Owing to infinite combinations of cations and anions, potentially billions of such materials are in
existence. Surprisingly, some of them are considered as promising energetic materials for
application as propellants [9], showing that combustibility in such case is perceived as a technical
advantage. Even if there is practically no study about toxicity of ILs to humans, many are
moderately or very toxic to aquatic organisms and non-biodegradable. The general assumption
that prevailed for a long time that ILs were green chemicals per se has to be revised, which is no
longer questionable, due to their toxic potency. In addition, recent findings have shown that
safety assessments of ILs must not only encompass toxicity and ecotoxicity issues, but also the
full range of physico-chemical hazards including combustibility. Therefore, sustainable use of
such materials must be studied on a case by case basis, considering adequate analysis of physico-
chemical and health safety, disposal and potential environmental impacts of them.
As a continuation of our previous research on the actual fire hazards of ILs, the paper gives a
short literature review on flammability and explosivity hazards of ILs. It mostly focuses on the
experimental evaluation of the fire hazard of imidazolium, phosphonium and pyrrolidinium-
based ionic liquids, including a case study featuring a major failure in a process unit leading to a
given fire scenario (pool burning). This case study is examined in terms of fire induced toxicity
by use of CFD modeling of fire product releases dispersion and using the concept of fractional
effective concentration (FEC), as defined in ISO 13571 [10].
REVIEW ON FLAMMABILITY AND EXPLOSIVITY HAZARDS OF IONIC LIQUIDS
ILs have long been labeled and described as "not flammable" due to their low vapor pressure and
measured flash point. Although so far no industrial accident involving an IL has been listed, two
recently informally reported laboratory incidents during and just after synthesis of ILs containing
nitrate anion (e.g. ethyl-ammonium nitrate) have taken place in the EU. Both these incidents have
resulted in explosion events that are confirming that the explosion hazard of ILs must not be
neglected in some cases.
More frequently, self-sustained or piloted combustion of some ILs have been shown as a
potential incidental scenario in some experiments. In most cases, rapid exothermic
decomposition occurs when ILs with high nitrogen content are taken to high temperature and the
subsequent decomposition products are sensitive to ignition and combustion. The combustion
may tend to be explosive even under vacuum as shown by Smiglak et al. [11] for imidazolium-
based ILs or hydrazinium-based ILs tested in their work.
In addition, burning tests performed on 4-amino-1-methyl-1,2,4-triazolium nitrate by Schaller
[12] have led to a flame temperature of 2200 K. In some cases ILs are even combustible by
design where intended for use as propellants as alternatives to hydrazine [13]. Ultimately, once
the various molecular bonds reach their thermal decomposition temperature in these carbon-
based ILs, smaller and more flammable molecules could be released leading to combustion
similarly to polymer combustion.
Flammability issues may also arise from specific behavior of hypergolic ILs. When in contact
with the dinitrogen tetroxide (N2O4) or white fuming nitric acid (WFNA) those hypergolic
materials can spontaneously ignite due to the highly exothermic reaction that takes place. It was
shown that ILs with the dicyanamide or nitrocyanamide anion in particular are hypergolic [14-
16]. Also, 2,2-dimethyltriazanium nitrate and 2,2-dimethyltriazanium chloride are hypergolic
prone materials [17], suggesting that also the nature of the cation of the IL can modify hypergolic
properties.
These examples show again that the traditional flashpoint type tests are certainly not adequate in
most cases to properly characterize the fire hazard, as reported by Liaw et al. [18]. This is related
to our findings that ILs do not behave as traditional flammable liquids where the fire results from
the combustion of the vapor phase of the concerned chemical. Our analysis [19] confirms
therefore that the flammability hazard of ILs must be revisited, as those liquids show a burning
behavior closely comparable to that of polymers rather than that of flammable solvents.
BRIEF DESCRIPTION OF THE MAIN EXPERIMENTAL RESULTS
The Fire Propagation Apparatus (FPA)
The fire behavior of ILs was determined using the FPA (standard ISO 12136), also called
Tewarson calorimeter. This bench-scale fire calorimeter implemented at INERIS some 15 years
ago has been described in detail in many studies [20-22]. It belongs to the family of fire
calorimeters that are bench-scale multipurpose testing apparatuses focusing on the
characterization of burning behavior of materials and products in fire conditions. Figure 1
represents a schematic drawing of the FPA installed in the INERIS fire lab. Testing capability of
the equipment encompasses ignitability, fire propagation potential, thermal and chemical
characteristics in fire conditions. Repeatability and reproducibility of data count among the major
advantages of the equipment together with its capacity for revealing atypical fire phenomena,
like-liquid phase decomposition process of organophosphorous pesticides. In particular,
parametric tests on product samples of about 25-50 g under controlled air intake allow for
characterizing the fire behavior of the studied material or product (liquid, solid, gas) on the full
spectrum of fire conditions (fuel rich or fuel lean). Scientific-sound diagnosis of the fire behavior
of materials is achieved thanks to the access to key measures such as mass loss, Heat Release
Rate (HRR) by application of fire calorimetry laws based on the assessment of oxygen
consumption (OC) and carbon dioxide generation (CDG), measurements of fire effluent






Figure 1. Schematic view of the FPA.
Fire Propagation Apparatus (FPA) Tests
A sample of tributyl(methyl)phosphonium methylsulfate ([P444 i][MeOSO3]) was kindly supplied
by the Cytec Company. According to the MSDS supplied by Cytec the purity level was 96.7%
based on phosphorus 31P NMR. Samples of Lithium bis(trifluoromethanesulfonyl)imide
(LiTFSI), 1-butyl-1-methylpyrrolidinium bis(trifluoromethanesulfonyl)imide) ([PYR14][TFSI])
and 1-butyl-3-methylimidazolium bis(trifluoromethanesulfonyl)imide ([BMIM][TFSI]) with
purity levels of 99.9%, 99% and 99%, respectively, were purchased from Solvionic. The LiTFSI
was added to [BMIM][TFSI] to obtain a solution of 1M of LiTFSI in [BMIM][TFSI], this
mixture is thought to be a good candidate as electrolyte component in lithium-ion rechargeable
batteries.
ILs samples and the mixture were tested in the FPA without any further purification step under
an external heat flux of 50 kW/m2 until ignition was observed, in order to achieve ignition in
reasonably short time considering observed good to fairly good resistance to ignition in most
cases. Sustained combustion following ignition requires conditions that may highly differ
according to studied ILs. In this study, the external heat flux maintained after ignition was
25 kW/m2 in all cases. Smoke analysis was performed by use of an online Fourier Transform
Infrared (FTIR) spectrometer calibrated over 20 gases for derivation of CO2, CO, SO2, NOx,
HCN, HCl, and HF concentrations and mass release rate versus time. An overview of the results
obtained from the combustion of ILs in the FPA is summarized in Table 1. In addition, the
theoretical energy of combustion of those materials measured in an oxygen bomb calorimeter
following ASTM D240 protocol were given. The data and the observations made during the tests
confirm generally good resistance to ignition of the ILs, based on the ignition time required under
the applied external heat flux in the initial phase of the tests (50 kW/m2). However, once ignition
was obtained, sustained and flaming combustion phases were observed and characterized,
confirming the real combustibility of all the ILs tested. Products emission factors reveal that high
conversion rates of hetero-atoms in parent toxic effluents are obtained in several cases. The
combustion of ILs having fluorine elements leads to the formation of HF. Whereas the presence
of fluorine in organo-halogenated materials generally contributes to good flame retardancy of
such materials, its conversion into HF in fire environments triggers unique hazards to exposed
people and fire fighters and even equipment. This fact may justify careful evaluations before the
practical use of ILs in laboratory and industrial settings.
Table 1. Burning behavior of ILs in the FPA
Ionic Liquid [P4,4,4,1][MeOSO3] [BMIM][TFSI]1MLiTFSI [PYR14][TFSI]
Initial mass [g]
Char residue [%]
Time to ignition [s]
Average mass lost rate
[g/m2/s]


































































FROM SMALL-SCALE EXPERIMENTS TO REAL CONFIGURATION MODELLING
The FPA fire tests carried out on the different ILs led to the production of significant yields of
toxic compounds. Of course, this implies a potential concern, depending on quantities involved
over the toxic effects in case of a fire in a realistic configuration. Because of the important cost of
ILs, it is unrealistic to perform large-scale pool fires, so the only way to evaluate real scale
toxicity is dependent on the ability to carry out numerical simulations.
The starting point of a fire numerical model is in the ability of describing the fire behavior both
in terms of power and toxic gases production. Being able to describe the heat release rate of an IL
fire depends on the knowledge of the product properties and mainly the mass loss rate and the
heat of combustion. As described in our previous paper [23], and mentioned earlier in the present
one, those two physical characteristics were measured during the FPA fire tests. These data can
be used to build a realistic HRR.
Concerning the toxic gas production rate, the source term was built based on the smoke gas
measurements done during the FPA tests coupled with the FTIR spectroscopy system. Induced
reduction in visibility was not taken into consideration here due to atypical nature (mostly
inorganic) of particulate emissions.
The Numerical Modeling
The FDS (Fire Dynamic Simulator) CFD (Computational Fluid Dynamics) code was used for
toxicity prediction in a realistic geometry. This code was especially developed for fire
consequences prediction [24]. As all CFD codes, if the validations available in the literature are
crucial, specific validation cases by users are also highly important. This code was evaluated by
INERIS on its specific application, including toxic gases dispersion associated with [25] or
without a fire scenario [26].
This code is based on a LES (Large Eddy Simulation) turbulence modeling concept that enables
to predict with a quite great precision the toxic gas dispersion.
In the present case, the CFD approach was mainly used to give an illustration of the possible
toxic impact in case of fire of an IL. While homogeneous approaches can give first evaluation of
such toxicity, it is important to evaluate whether or not the energy released by the fire is
sufficient for maintaining toxic gases stratification.
Toxicity
The large variety of gases produced in the IL fire suggests that taking into account their potential
cumulative effects as described in ISO 13571 [10] is actually here a requirement. This standard
defines the FEC (Fractional Effective Concentration) relating to concentration-dependent toxic
potency of irritant species that are found in fire gases. The concept integrates additive effect of
each irritant gas present. A value of FEC higher than 1 is critical towards self evacuation of
concerned people, that in such a case are considered incapacitated and therefore need to be
rescued. Using this criterion in the numerical modeling generates a clear view of the toxicity
area, but it also requires that the numerical model be modified to support the approach.
The FEC concept integration in our modeling work has been based on the assumption that the
relative concentrations between the different toxic gases are kept constant. This means more
physically that we validate that the proportions between the toxic products generated are not
significantly modified by species transport.
In order to illustrate the fire induced toxicity potential concern presented by ILs in case of a fire,
a case study comparing same pool fire scenario (same pool size) of two ILs was considered
integrating appropriate input data from our experiments. The comparison is based on the FEC
distribution in the computed domain. This domain was chosen to have realistic size but small
enough to limit the computation time. The domain was then design as a room of 10 x 10 m2 area
and 5 m height with homogeneous cell size of 0.1 m in each direction. The fire size that was
considered was on-purpose chosen as quite small given that current applications in chemical
processing rely on use of very limited quantities of ILs as solvent and/or catalysts. Accordingly,
the pool that would result from a leak in that reactor may be assumed actually quite limited in
surface. In our calculations, the pool area was fixed to 0.04 m2. This configuration has as its main
advantage to be close enough to the FPA tests to make the measured values be representative. A
standard ventilation system was modeled in this building with a flow rate of 3 times the building
volumes each hour.
The methodology used for integrating the FEC calculation routines was identical for all
considered liquids. It is here detailed for the PYR14 TFSI product. First the emission factors of
the different products for the PYR14 TFSI FPA test are taken from Table 2. This table also gives
the individual threshold for building the critical FEC value and couples it with the individual
concentration.



































Keeping in mind that the FEC is representing the cumulative effects of the different irritant gas, it
consists in the following sum:
% _ VHCI ! VlïBr ! VHF I (PsO1 | (PNO2 | Çacrolein | Vformaldehyde | - y ÇjrriizRt
FEC
 F F F F F F + 2 +
1
 HCl F HBr F HF F SO2 F NO2 F acrolein F formaldehyde F Ct
In this formula, Ç represents the local concentration of the given gaseous substance while F give
the threshold as indicated in above table. In the present case, considering that N O can be
assimilated to NO 2 , formula can be reduced to:
X = <PHF + <PSO2 + (PNQ2
FEC
 F F F
1
 HF F SO2 F NO2
It is obvious that the contribution of NO2 in the present case is very limited. As described
previously, this value must stay under 1 to ensure safety conditions for people during the
evacuation phase.
Numerical Results
Before going any further in the toxicity evaluation, it is important to evaluate the thermal
consequences of the fire. Among the considered product, the lowest HRR is 266 kW/m2,
generated by the PYR14 TFSI, the highest one is 1416 kW/m2, the variety of total power
generated by the small fire size stay limited as presented in Fig. 2.
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Figure 2. Heat Release Rate developed for the different products.
Those values must clearly be kept in mind in the toxicity results analysis because of the direct
linked with the potential stratification. This analysis is presented on Fig. 3 to Fig. 5 for the
different considered ILs through the FEC distribution in the central plane of the room. Those
pictures correspond to a steady state reached after about two minutes. The legend is identical
between the different pictures.
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Figure 3. Iso-surface of FEC = 1 for BMIM TFSI
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Figure 5. Iso-surface of FEC = 1 for PYR14 TFSI.
These values show that, for such a very small fire, the toxicity remains low enough in the lower
part of the building during people evacuation. It must be kept in mind, however, that this
situation corresponds to a very small fire. The associated temperature for that case stay limited as














Figure 6. Temperature distribution in the central plane of the room after having reached the steady state.
Despite the low level of temperature reached in the domain, a certain thermal stratification is
observed in the building. This, of course, favors the toxic stratification observed in previous
pictures.
The first simulations correspond to a very small fire; the case of a larger fire, 1 m2, with the
[P4,4,4,1][MeOSO3] product generates a different conclusion as shown in Fig. 7. The blue
rectangle on this picture corresponds to one of the obstacle.
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Iso-surface of FEC = 1 after 30 s
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Figure 7. Time evolution of the FEC = 1 iso-surface in case of [ P 4 4 4 !][MeOSO3] product 1 m2 pool fire.
Figure 8. Temperature distribution in the central plane of the room 60 s after the fire ignition.
As shown in these pictures, the FEC becomes larger than 1 in the lower part of the room after
only 1 minute, meaning that evacuation will become highly dangerous for people located inside
the enclosure. While this duration can appear highly short, the infinitely quick fire growth
considered in this simplified case lets indicates that some additional seconds should be offered to
people for the evacuation.
On top of this toxicity effect, the temperature increase inside the building is more important
because of the higher heat release rate due to the larger size of the fire. The temperature
distribution is shown in Fig. 8.
For that size of fire, temperatures quickly increase and can also generate some thermal effects on
people before or during evacuation.
CONCLUSION
ILs are more and more used in different industrial applications because of some highly specific
properties that make them highly tunable according to desired functionalities. The specific
atomic composition of many ILs raises concerns about the consequences in case of fire,
particularly with regards to toxicity. Estimating toxic consequences in case of fire, requires being
able to predict the smoke composition. Because of the high complexity of the ILs molecules,
predicting this composition imposes an experimental approach. As detailed in this paper, this was
previously done using the FPA coupled with an FTIR spectrometer.
The approach presented in this paper consists in coupling these small-scale FPA measurements
with a CFD approach to predict toxic consequences in case of an IL fire in a realistic industrial
configuration. Because of the large variety of toxic compounds, their relative impact on the total
toxic effects must be considered using fractional effective concentration (FEC) and/or dose
(FED) approaches (as developed in ISO 13 571 for incapacitation) or other adverse effects of fire
toxic components. Such an approach was developed thanks to the FDS fire code that enables
modeling of thermal consequences of a fire but also the toxic gas dispersion inside an enclosed.
While the fire size considered in this paper is small, 0.04 m2, simulations for IL fires shows that
the toxicity inside the building quickly increase. In case of a larger fire, the toxic gas
concentration near the ground quickly becomes high enough, by having a FEC larger than 1,
which means that toxic effects on people must be considered.
Of course, the results shown in this paper were obtained based on a first quite simplified
approach to be improved. This, however clearly shows that the toxic consequences in case of IL
fires cannot be neglected and keep highly scenario dependent.
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